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All figures are a guide for DRY (non lubricated) bolts & nuts. Reduce torque settings when any lubrication is present.

Minimum Tensile Strength 26 t.s.i. Tensile Strength 35- 45 t.s.i.

Thread diameter BSW BSF Thread diameter BSW BSF
1/4 3.6 4 1/4 5.3 5.9
5/16 7.4 7.9 5/16 11 12
3/8 13 14 3/8 19 21
7/16 21 23 7/16 31 33
1/2 31 34 1/2 46 50
9/16 46 50 9/16 68 73
5/8 64 66 5/8 93 100
3/4 113 11 3/4 166 173
7/8 181 191 7/8 266 280

1 272 288 1 400 422
1 1/8 367 411 1 1/8 567 602

Tensile Strength 45 - 55 t.s.i. Tensile Strength 50 - 60 t.s.i.

Thread diameter BSW BSF Thread diameter BSW BSF
1/4 8.2 9.1 1/4 9.1 9.1
5/16 17 18 5/16 19 19
3/8 30 32 3/8 33 33
7/16 48 51 7/16 53 53
1/2 70 77 1/2 79 82
9/16 104 113 9/16 117 117
5/8 144 154 5/8 161 162
3/4 256 268 3/4 286 288
7/8 411 433 7/8 460 464

1 617 652 1 690 695
1 1/8 876 931 1 1/8 979 985

Tensile Strength 55 - 65 t.s.i. Tensile Strength 75 - 85 t.s.i.

Thread diameter BSW BSF Thread diameter BSW BSF
1/4 11 12 1/4 15 17
5/16 22 23 5/16 31 33
3/8 38 41 3/8 55 59
7/16 62 67 7/16 8 95
1/2 91 100 1/2 130 143
9/16 135 146 9/16 194 210
5/8 187 200 5/8 267 286
3/4 331 347 3/4 474 497
7/8 532 580 7/8 762 802

1 799 844 1 1144 1208
1 1/8 1134 1205 1 1/8 1624 1725
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